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4. Where a party is appointed by a Contractor/Builder to undertake design work only then that
party would sign an Ancillary Certificate of Compliance: Design (5, or S as
appropriate).

o

. Where a Sub-Contractor is appointed to undertake site erection only, they must familiarise
themselves with the erection requirements and must complete and sign one of the CIF
Ancillary Certificates as the party assigned “to construct, supervise and certify the Sub

Contract Works”, (CIF-01) or Css (CIF-02), with annex completed as appropriate.

© Bach of the i by the CIF canists of both i Annex Both
of these elements must be completed.
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5. Where a party is appointed by a Contractor/Builder to undertake design work only then that
party would sign an Ancillary Certificate of Compliance: Design (5, or S as
appropriate).

o

Where a Sub-Contractor is appointed to undertake site erection only, they must familiarise
themselves with the erection requirements and must complete and sign one of the CIF
Ancillary Certificates as the party assigned “to construct, supervise and certify the Sub

Contract Works”, Cs (CIF-01) or Css (CIF-02), with annex completed as appropriate.

© Bach of the Ancillary Certificates developed by the CIF consists of both the certificate and an Annex to the certificae. Both of
these clements must be complered.
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EXAMPLE 6

PILING

1. The Piling Sub-Contractor produces the piling in accordance with a Performance
Specification provided by the Engineer.

2. Where a Piling Sub-Contractor is appointed, they must sign one of the CIF Ancillary
Certificates as the party assigned “to construct, supervise and certify the Sub-Contract
Works”, Cs (CIF-01) or Css (CIF-02), clarifying, under “Description of the Sub-Contractor
/ Specialist Contractor buildings or works”, whether they supplied only or supplied and
installed the piling, and also il in the Annex® setting out the associated design work
undertaken by them.

5. Where a party is appointed by a Contractor/Builder to undertake design work only then that
party would sign an Ancillary Certificate of Compliance: Design (5o or Sc as
appropriate).

4. Where a Sub-Contractor is appointed to undertaken site installation only, they must
familiarise themselves with the installation requirements and must complete and sign one of
the CIF Ancillary Certificates as the party assigned “to construct, supervise and certify the
Sub-Contract Works”, Cs (CIE-01) or Cas (CIF-02), with annex completed as appropriate.

© Bach of the Ancillary Certificates developed by the CIF consist of both the certificate and an Annex to the certificate. Both
of these elements must be completed.

RTERED

ACE] stitoe (| Enoneees

EXAMPLE 7

FACADES

he Facade Sub-Contractor produces the facade in accordance with a Performance

Specification provided by the Engineer and/or Architect.

2. Where a Facade Sub-Contractor is appointed, they must sign one of the CIF Ancillary
Certificates as the party assigned "to construct, supervise and certify the Sub-Contract
Works”, Cs (CIF-01) or Css(CIF-02), clarifying, under “Description of the Sub-
Contractor / Specialist Contractor buildings or works”, whether they supplied only or
supplied and installed the facade, and also ill in the Annex® setting out the associated

design work undertaken by them.

5. Where a party is appointed by a Contractor/Builder to undertake design work only then that
party would sign an Ancillary Certificate of Compliance: Design (S or S: as

appropriate).

4. Where a Sub-Contractor is appointed to undertake site installation only, they must
familiarise themselves with the installation requirements and must complete and sign one of
the CIF Ancillary Certificates as the party assigned “to construct, supervise and certify the

Sub-Contract Works”, Cs (CIF-01) or Css(CIF-02), with annex completed as appropriate.

© Bach of the 3 an Annex to the certificate. Both
ofthese clements must be completed.
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EXAMPLE 8

FIRE ALARM SYSTEMS

1

The Building Services Engineer would either design the system or would provide a
performance specification for a system to be produced by specialist suppliers and/or sub-

contractors.

©

In cither case the Building Services Engineer would sign the Ancillary Certificates of
Compliance (Design and Completion), Er and Ec, or if not an Engineer, would sign
Ancillary Certific

@

The Building Services Engineer would also have an inspection role under BC(A)R, and
would prepare and implement an Inspection Plan and would sign Ancillary Certificate Iix

(or 1) on completion.

&

Where a Fire Alarm System Provider is appointed, they must sign one of the CIF Ancillary
Certificates as the party assigned “to construct, supervise and certify the Sub-Contract
Works”, Cs (CIF-01) or Css(CIF-02), clarifying, under “Description of the Sub-
Contractor / Specialist Contractor buildings or works”, whether they supplied only or
supplied and installed the fire alarm system, and also fll in the Annex® sctting out the

associated design work undertaken by them.

o

Where a party is appointed by a Contractor/Builder to undertake design work only then that
party would sign an Ancillary Certificate of Compliance: Design (55 or S as

appropriate).

6. Where a Sub-Contractor is appointed to undertake site installation only, they must
familiarise themselves with the installation requirements and must complete and sign one of
the CIF Ancillary Certificates as the party assigned “fo construct, supervise and certify the
Sub-Contract Works”, Cs (CIF-01) or Css(CIF-02), with annex completed as appropriate.

Do

7. In addition to BC(A)R requirements, IS 3218 requires a Commissioning Party to certify that
they have inspected, tested and commissioned the system in accordance with IS 3218. It also

requires a Design Certificate and a Certificate of Installation.

© Each of the y C by the CIF. Both
of these elements must be completed.

2002
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EXAMPLE 9

UNBOUND GRANULAR FILL FOR USE UNDER
CONCRETE FLOORS & FOOTPATHS

should comply with the requirements of IS EN 13242 and Annex E of SR 21 (informative).

IS 888, “Code of Practice for the procurement and use of unbound granular fill hardcore

material for use under concrete floors”, gives a summary in Annex A (informative), of supply

chain responsibilities and the responsibilities of each party.

In particular it notes that, in the case where the Builder orders direetly from the

manufacturer, the Builder must:

* Order the material in accordance with the project specification,

Request the Declaration of Performance (DoP),

Review the DoP for compliance with the specification,

Review the manufacturer’s delivery docket,

Retain the manufacturer’s delivery docket in respect of every load of material received,

Make available the CE Marking, DoP and original delivery dockets for inspection.

The builder, i iary and

may have other ibilities c.g. legally,

contractually etc. which are not covered by the above.
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EXAMPLE 10

SPECIALIST MANUFACTURER SYSTEMS
e.g. FRAMED PARTITION SYSTEM

1. Paragraph DI of the Building Regulations requires that “All works to which these 1. Framed partition systems are often specified in relation to performance requirements in
Regulations apply shall be carried out with proper materials - - . combination of the following categories - structural, robustness, fire, acoustic, thermal and
moisture properties.
2. Aggregates for unbound granular fll (hardcore) for use under concrete floors and footpaths

2. System manufacturers will provide a system warranty and performance substantiation report
for each such system accompanied by relevant test results (as carried out by accredited third

party testing agencies), and associated expert calculations.

5. Where a sub-contractor is appointed to install the specialist framed system they must
familiarise themselves with the manufacturers installation requirements and must sign one
of the CIF Ancillary Certificates as the party assigned “to construc, supervise and certiffy the
Sub-Contract Works”, Cs (CLE-01) or Css(CIF-02). Annex® 1 of the CIF Ancillary

Certificate must reference the manufacturers system used.

* Each of the Ancillry Certificates developed by the CIF consists of both the certificate and an Annex to the cerrificate. Both
of these elements must be completed.

o

. Designers

@

&
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NOTES

for design and specification, including

should complete the appropriate Ancillary Certificates from Practice Note 1.

. The responsibility for procuring products that comply with the Specification, the Building

Regulations and, where applicable, the Construction Products Regulations, rests with the
Builder.

The Construction Products Regulations (CPR), under which CE Marking operates, are

concerned with the placing of products on the market. CE Marking is not a mark of quality:

Not all construction products are currently covered by the Construction Products
Regulations, and therefore by CE marking. Examples of European Standards not covered
under the CPR are:

Concrete: Specification, Performance, Production and Conformity

Steel for the reinforcement of concrete - Weldable reinforcing steel,

CARES certification should be provided for reinforcing steel.

Execution of concrete structures.
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Ap pe n d iX 3 WO rk Items ® Involved @ Responsible @ Information Sharing

Super structure

This exemplar Design Matrix is for illustrative purposes
only and should not be relied upon as standard
contractual or legal document. The exemplar seeks to
provide general guidance on what works items contractors
and specialist would normally complete on a traditional
employer designed contract. It should not be relied upon
for individual projects, which may have specific contract
conditions. It is recommended that it be read in
conjunction with the Design Risk and Building Control
Practice Note, particularly the sections 2 and 3 dealing

All Secondary Steel (Cavity Ties, Steel Posts, Services/Facades etc.)

Post tensioning
Structural Concrete Columns, incl. Reinforcement

Foundations (including piling and anchoring)
Metal Decking

Concrete
Resistance to weather & ground moisture
Thermal requirements of ground floor

Drainage foul & surface (only below slab)
In-situ Concrete Structure

Drainage from GF level
Pre-cast Walls and Floors and Columns

Pre-cast Stairs and Landings
Masonry Support Systems

Structural screed
Non Structural Sand / Cement Screed

Trenches / Pits for services
Light Steel Frame System (SFS)
Structural Steel Fire Protection

Basement tanking
Waterproofing at GF level

Disproportionate Collapse
Attenuation Tanks

Preparation of Site
Subsoil Drainage

Excavating &
Hard-core & blinding

Water Storage Tanks
Radon protection

Ground Movement
Retaining Walls

All Expansion Joints
Insulation

Structural Steel

with Design Risk, Design Responsibility, Performance
Specifications and Contractual Matters.

Main Contractor
Architect [ ] o000 ( X ) (X ) e o (
C/S Engineer 000000000000000 0O (X J 000000000 00O
M/E Engineer [ )
Landscaping
FSC Consultant (
DAC Consultant
Specialist Curtain Walling /
Facade Contractor
Specialist Structural Steel
Contractor (connections only)
Specialist Secondary Steel
Contractor
Specialist Windows / External
Doors Contractor (Including Roof Lights)
Specialist Waterproofing /
Radon Contractor
Specialist Roofing Contractor
Specialist Siphonic Roof
Drainage Contractor
Specialist Attenuation Tank /
Stormwater Contractor
Specialist Lifts Contractor
Specialist Pre-Cast Concrete Contractor [ X )
Specialist Fall Restraint Contractor
Specialist Fire Protection Contractor [ )
Specialist Roof AOVs Contractor
Specialist Fire Detection /
Alarms Contractor
Specialist Internal Balustrade Contractor
Specialist Relieving Angles Supplier
Specilaist Lightning Protection Contractor
Specialist Louvre Contractor
Specialist Aluminium Elements
Contractor
Specialist M&E Contractors
Piling and Anchor Specialist
Contractor
Acoustic Consultant ([ J
Facade Consultant
Basement Tanking Specialist ( J
Post Tensioning Specialist [ )
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This exemplar Design Matrix is for illustrative purposes
only and should not be relied upon as standard
contractual or legal document. The exemplar seeks to
provide general guidance on what works items contractors
and specialist would normally complete on a traditional
employer designed contract. It should not be relied upon
for individual projects, which may have specific contract
conditions. It is recommended that it be read in
conjunction with the Design Risk and Building Control
Practice Note, particularly the sections 2 and 3 dealing
with Design Risk, Design Responsibility, Performance
Specifications and Contractual Matters.

Main Contractor
Architect
(/S Engineer
M/E Engineer
Landscaping
FSC Consultant
DAC Consultant
Specialist Curtain Walling /
Facade Contractor
Specialist Structural Steel
Contractor (connections only)
Specialist Secondary Steel
Contractor
Specialist Windows / External
Doors Contractor (Including Roof Lights)
Specialist Waterproofing /
Radon Contractor
Specialist Roofing Contractor
Specialist Siphonic Roof
Drainage Contractor
Specialist Attenuation Tank /
Stormwater Contractor
Specialist Lifts Contractor
Specialist Pre-Cast Concrete Contractor
Specialist Fall Restraint Contractor
Specialist Fire Protection Contractor
Specialist Roof AOVs Contractor
Specialist Fire Detection /
Alarms Contractor
Specialist Internal Balustrade Contractor
Specialist Relieving Angles Supplier
Specilaist Lightning Protection Contractor
Specialist Louvre Contractor
Specialist Aluminium Elements
Contractor
Specialist M&E Contractors
Piling and Anchor Specialist
Contractor
Acoustic Consultant
Facade Consultant

Basement Tanking Specialist

Post Tensioning Specialist

Work |temS @ Involved

Building Envelope Walls / Facades

Fire stopping at External Walls
Thermal Bridging at External Walls

Curtain Walls and cladding

Facade Design loadings
Timber Cladding

Block / Brick walls

Wall Insulation

External Doors

External Windows

Vertical DPCs

Thermal requirements of glazing
External Fire Spread

External Louvres

Roof Structure
Services supports

@ Responsible

Roof Terraces

Roof AOVs in cores

Information
Sharing

Building Envelope Roof

Permanent access and safety equipment

Fall Restraint System

Roof Finishes

Roof Insulation

Roof Finishes - Solar PV Panel Area
Thermal requirements of roof

Condensation in Roofs

Weathering of Services Penetrations
Drainage from Roof

Fire stopping at Roof

Air tightness at Roof

Roof Ventilation

PAGE
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This exemplar Design Matrix is for illustrative purposes
only and should not be relied upon as standard
contractual or legal document. The exemplar seeks to
provide general guidance on what works items contractors
and specialist would normally complete on a traditional
employer designed contract. It should not be relied upon
for individual projects, which may have specific contract
conditions. It is recommended that it be read in
conjunction with the Design Risk and Building Control

ctrical Services
s and Standby Power

Distribution

Lighting
ing Management System

Practice Note, particularly the sections 2 and 3 dealing

Fire Protection Services - Mechanical (including Sprinkler systems)

Mechanical Installation (Radiators, Pumps, Solar PV etc.)
Concealed Spaces (Cavities) in Buildings

Soils and Waste Services

Ground Floor Level Storm & Water Manholes - external
Water Services

Thermal modelling

BER calculation
Protective Services - Fire Detection & Alarm Systems

Access Control & Security Systems
Foul Water System - all below Ground Level

Warning of release of Carbon Monoxide
Discharge of products of Combustion
Foul Water System - above Ground Level

Window / Door / Vent / AOV Actuators
Fuel Storage System

Existing site services

Emergency Lighting

Solar PV Installation

Structured Cabling Installation
Space Cooling Services

Space Heating Services
Mechanical Extract / Ventilation
Car Park Ventilation

Limit Energy and C02 emissions
Liquid Fuel Storage System
Services co-ordination design
Water ring main internally in bu

with Design Risk, Design Responsibility, Performance
Specifications and Contractual Matters.

Main Contractor
Architect o oo ( () 000000
C/S Engineer o0 ( X ) (
M/E Engineer O 0000000000000000000000000000° o0 0
Landscaping
FSC Consultant (] o (
DAC Consultant
Specialist Curtain Walling /
Facade Contractor
Specialist Structural Steel
Contractor (connections only)
Specialist Secondary Steel
Contractor
Specialist Windows / External
Doors Contractor (Including Roof Lights)
Specialist Waterproofing /
Radon Contractor
Specialist Roofing Contractor
Specialist Siphonic Roof
Drainage Contractor
Specialist Attenuation Tank /
Stormwater Contractor
Specialist Lifts Contractor
Specialist Pre-Cast Concrete Contractor
Specialist Fall Restraint Contractor
Specialist Fire Protection Contractor
Specialist Roof AOVs Contractor
Specialist Fire Detection /
Alarms Contractor
Specialist Internal Balustrade Contractor
Specialist Relieving Angles Supplier
Specilaist Lightning Protection Contractor
Specialist Louvre Contractor
Specialist Aluminium Elements
Contractor
Specialist M&E Contractors
Piling and Anchor Specialist
Contractor
Acoustic Consultant
Facade Consultant
Basement Tanking Specialist
Post Tensioning Specialist
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This exemplar Design Matrix is for illustrative purposes
only and should not be relied upon as standard
contractual or legal document. The exemplar seeks to
provide general guidance on what works items contractors
and specialist would normally complete on a traditional
employer designed contract. It should not be relied upon
for individual projects, which may have specific contract
conditions. It is recommended that it be read in
conjunction with the Design Risk and Building Control
Practice Note, particularly the sections 2 and 3 dealing

Foul Waste pipework inside building perimeter below slab

Separate Fire-Fighting connections to Water Ring Main
Internal Blockwork (Non Loadbearing)

Fire stopping around services
Soil vent pipes and associated waste pipes

Lightning Protection
External Balustrades, Handrails, Guarding

Internal Balustrades, Handrails, Guarding
Internal Finishes
Access and Facilities for the Fire Service

Sanitary appliances, fittings and finishes
External lighting

Kitchen Fittings
Internal Fire Spread (Structure)

Fire stopping
Stairways, Ladders and Ramps

Protection from Falling

Part M Accessible Units - accessi
Floor screeds

Part M Accessible Units - fittings
Means of escape in case of fire
Internal Fire Spread (Linings)
Fire Doors

Fire Rated Glazed Screens
Modular Construction
Reception Desk

Hard landscaping

Door Joinery
Ironmongery

with Design Risk, Design Responsibility, Performance
Specifications and Contractual Matters.

Main Contractor

Architect 00000000000000000000000COCGCGOCGCOONOYS
C/S Engineer e 000 o [ ] ( X J
M/E Engineer e o ( [ ] ()
Landscaping o
FSC Consultant ( X ) 0000 O o000 (
DAC Consultant o ()
Specialist Curtain Walling /
Facade Contractor
Specialist Structural Steel
Contractor (connections only)
Specialist Secondary Steel
Contractor
Specialist Windows / External
Doors Contractor (Including Roof Lights)
Specialist Waterproofing /
Radon Contractor
Specialist Roofing Contractor
Specialist Siphonic Roof
Drainage Contractor
Specialist Attenuation Tank /
Stormwater Contractor
Specialist Lifts Contractor
Specialist Pre-Cast Concrete Contractor
Specialist Fall Restraint Contractor [ )
Specialist Fire Protection Contractor o
Specialist Roof AOVs Contractor
Specialist Fire Detection /
Alarms Contractor
Specialist Internal Balustrade Contractor ( } o0
Specialist Relieving Angles Supplier
Specilaist Lightning Protection Contractor o
Specialist Louvre Contractor
Specialist Aluminium Elements
Contractor
Specialist M&E Contractors ()
Piling and Anchor Specialist
Contractor
Acoustic Consultant
Facade Consultant

Basement Tanking Specialist

Post Tensioning Specialist
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CIF Headquarters
Construction House
Canal Road

Dublin 6

Phone: 01-406 6000
Email: info@cif.ie

CIF Cork
Construction House
4 Eastgate Avenue
Little Island

Cork

Phone: 021-435 1410
Email: cifcork@cif.ie

CIF Galway
Construction House

8 Montpellier Terrace
The Crescent

Galway

Phone: 091-502 680
Email: cifgalway@cif.ie

www.cif.ie
@CIF Ireland



